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Vinyl Sheet, Plank, Tile Floor

* Contact Pliteq Engineering Dept.   

   for altenative installation methods

Steele Stud Typical

Gypsum Board

Baseboard

GenieClip™ ACS
Acoustical Sealant 
(as required)

GenieMat™ PMI
Perimeter Isolation Strip

1/ 4” gap

Vinyl Sheet, Plank, Tile Floor

GenieMat™ FAS Adhesive

GenieMat™ RST05 (5mm

GenieMat™ FAS Adhesive

Subfloor

Floor Joist Typical

Tile Floor

Steele Stud Typical

Gypsum Board

Baseboard

GenieClip™ ACS

Acoustical Sealant 
(as required)

GenieMat™ PMI
Perimeter Isolation Strip

1/ 4” gap

Tile Floor

Thinset Mortar (ANSI 118.4)

GenieMat™ RST05 (5mm

GenieMat™ FAS Adhesive or  
Thinset Mortar (ANSI 118.4

Concrete Slab 

Positive adhesive lock – for very high bond  

strengths with adhered floor coverings.

Compression Set:  4% 

Loss Factor for Damping:  20%

Rubber is the BEST vibration isolation material

Sound Control Underlayment

TM

GenieMat™ RST  

Underlayment for  

Reduced Sound   

Transmission.

It’s not magic, it’s engineering.™

Snap for more information.

Globally Proven 
Construction Solutions

GenieMat™

Sound Control Underlayment

TM
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APPLICATION WARRANTY SYSTEM PRODUCTS 

Board preparation 
*Where required 

 

Laticrete MS Polymer Adhesive™ 
 

Waterproofing 
 

Laticrete Hydroban 
 

Thin bed adhesive 

 

Laticrete Super-Flex 335 
Laticrete Super-Flex 335R 
Laticrete Platinum 254 
Laticrete Patinum 254 Rapid 
Laticrete Multimax 255 
Laticrete MVIS Masonry Veneer adhesive 
Laticrete MVIS Premium veneer adhesive 
 

Specialist adhesive 

 

Latapoxy 300 
Latapoxy 310 
 

Grouting 

 

Laticrete Spectra-Lock PRO Premium 
Laticrete PERMACOLOR 
Laticrete PERMACOLOR Select 
 

Movement joints 
*Where required 

Latasil silicone sealant † 

 

Install system in conjunction with Laticrete’s recommended instructions & local building codes. 
 

† Use of suitable flexible sealant is required per BS 5385 Part 2:2015 for use in expansion joints, coves, 
corners, changes in plane and other joints or wherever tile or stone abuts dissimilar materials or 
restraining surfaces. 
 

LIMITED WARRANTY 
This Approved Technical System relates to the use of Knauf Aquapanel Exterior 
System used in conjunction with the Laticrete MVIS installation system, as part 
of a ventilated exterior wall panel system on timber frame and steel frame 
buildings. Subject to the conditions and limitations stated below, LATICRETE 
INTERNATIONAL, INC.  ('LATICRETE') guarantees that the products listed on this 
document will be free from any manufacturing defects and will not break down 
or deteriorate under normal usage for a period stated within the BBA standard 
certificate timeframe when installed in accordance with the written 
specifications of LATICRETE and industry standard guidelines. LATICRETE insists 
that the “Knauf Aquapanel” boards are installed to the manufacturers (Knauf UK 
GmbH) full guidelines before the LATICRETE system is used. 
For this limited 'system' guarantee to apply, the applications that comprise the 
installation must be performed with the products listed in this document for 
each application (refer to chart). Please refer to individual product data sheets 
for specific guidelines or contact LATICRETE technical services. Any claim MUST 
be accompanied by a letter of approval from Laticrete Europe. This guarantee 
offer applies ONLY to systems used in Europe. If Hydro Ban is used as a system, 
a further manufacturers guarantee is offered. 
 
NO ASSIGNMENT 
This limited warranty is not transferrable or assignable. 
 
DISCLAIMER 
THIS LIMITED WARRANTY IS GIVEN IN LIEU OF ANY OTHER WARRANTY, EXPRESS 
OR IMPLIED. THERE ARE NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING 
WARRANTIES BASED ON SAMPLES OR ORAL STATEMENTS, WHICH EXTEND 
BEYOND THE DESCRIPTION ON THE FACE OF THIS DOCUMENT. IMPLIED 
WARRANTIES OF MERCHANTABILITY AND OF FITNESS FOR A PARTICULAR 
PURPOSE ARE EXCLUDED. 
 

EXCLUSIVE REMEDY 
The sole and exclusive remedy for a breach of this limited guarantee is 
replacement of only the specific portion of the installation that is proven 
to be defective**. LATICRETE will pay for replacement of its own products 
and replacement of finishing materials, as well as for labour for the 
replacement installation, but LATICRETE will not pay more, calculated on 
a square-meter basis, for the replacement than the original purchase price 
of the portion being replaced. LATICRETE will not pay for replacement of 
any portion of the installation that is not proven to be defective. 
In the event that the sole and exclusive remedy described above fails of its 
essential purpose, the liability of LATICRETE is limited to the monetary 
value, on a square-metre basis, of the original purchase price of the 
portion being replaced. 
 
EXCLUSIONS 
LATICRETE is not responsible for workmanship not in accordance with the 
instructions of LATICRETE data sheets and local industry standard 
guidelines and building regulations. For UK the agreed code of practice 
guidelines is BS5385-2:2015. Structural movement, excessive deflection or 
other failure in the substrate is also not covered. 
LATICRETE IS NOT LIABLE FOR ANY INCIDENTAL DAMAGES OR 
CONSEQUENTIAL DAMAGES, INCLUDING LOSSES DUE TO DELAYS, 
INCURRED BY THE PURCHASER OR ANY OTHER PARTY. IT DOES NOT 
INCLUDE ANY ADDITIONAL COST FOR LABOUR, TRAVELLING, 
INCONVIENIENCE, LOST TIME, ASSOCIATED RE-DECORATION AND 
EXCLUDES ALL OTHER INDIRECT OR CONSEQUENTIAL LOSSES WHICH MAY 
BE CLAIMED BY ANY OTHER PARTY WITH REGARD TO THE AFFECTED AREA 
AND IT'S ASSOCIATED REPAIR. THIS GUARANTEE DOES NOT AFFECT 
CONSUMERS STATUTORY RIGHTS. 
The Durability and service life of the LATICRETE system will depend on the 
building location immediate environment and intended use of the 
building. Provided regular maintenance is carried out, the system is 
expected to have a service life, in excess of thirty years when used under 
normal UK climatic conditions.  
**NOTE: Efflorescence is a normal condition of Portland cement mortars 
and is not a defective condition. 
 
LATICRETE reserves the right to withdraw any warranty where its’ 
products have been  specified or have been used & applied in 
circumstances which are outside of the products’ intended scope of use, 
or where it is reasonably foreseeable that the products will be subject to 
exposure to elements & stresses either during their application, or 
throughout the service lifetime of the structure, which are either 
inappropriate or are other than in accordance with the agreed conditions 
of application & end use. 
 
TECHNICAL INFORMATION 
Technical assistance and information is available by calling the LATICRETE 
Technical Services Line in Connecticut, USA. 
 

Tel USA: +1.203.393.0010, ext. 235 
Tel UK: +44.151.486.6101 
Email: technicalservices@laticrete.com 
Website: http://www.laticrete.com 
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